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” JMF300KEO5F4U
FRED Modules

Features Product Summary
« Ultrafast reverse recovery time Parameter Value Unit
VRRM 500 V
» Low reverse recovery loss IFav) 300 A
« High surge current capability lFsm(@ tp = 10ms) 5000 A
Vr(Max) 1.80 \
* Soft reverse recovery characteristics T (Typ) 63 ns

Applications

Low forward voltage and leakage current

Inversion welder

Uninterruptible power supply and plating power supply
Ultrasonic cleaner and welder

Converter and chopper

PFC

Absolute Maximum Ratings (@ T, = 25°C unless otherwise specified)

Parameter Conditions Symbol Values Unit
Repetitive peak reverse voltage Ty =25°C VRRM 500 \%
Average on-state current Tc =100°C, per module IFav) 300 A
Forward surge current IFsm 5000 A

Sine wave, tp=10mS,

Tvj=45°C, per diode

12t Value for fusing 1%t 12500 A%s
Junction temperature range Ty -40 - 150 °C
Storage temperature range Tstg -40 - 125 °C

Jiangsu Jiedie Microelectronics Co., Ltd.

Rev. 1.0 All product information are copyrighted and subject to legal disclaimers Page 1 of 4




” JMF300KEO5F4U

Electrical Characteristics (@ Tc = 25°C unless otherwise specified)

Values

Parameter Conditions Symbol Unit
Min. Typ. Max.

Ir = 300A, Ty; = 25°C 1.30 1.80
Forward voltage VE \Y

Ir = 300A, Ty; = 125°C 1.10 1.60

VR = VRrM, Tyj = 25°C 0.5
Maximum reverse leakage current IRRM mA

VR = VRrRM, Tyj = 125°C 5

IF=300A, Vr=250V, 15
diF/dt=-200A/us, Tv; =25°C

Maximum reverse recovery current IrRM A
IF=300A, Vr=250V,

32
diF/dt=-200A/us, Ty =125°C
IF=1A, VrR=30V,
diF/dt=-200A/us 63 ns
. IF=300A, Vr=250V
’ ’ s 1
Reverse recovery time diF/dt=-200A/ps, Ty =25°C t 50 ns
IF=300A, VrR=250V
’ ’ 330
diF/dt=-200A/us, Ty =125°C ns
Thermal Characteristics (@ T = 25°C unless otherwise specified)
Values
Parameter Conditions Symbol Unit

Min. Typ. Max.

Thermal resistance,

. . per module Rih(-c) 0.11 K/W

junction to case
Base plate to heatsink 30 47 N-m
screw M6

Mounting torque _ M
Electrode to terminal 30 47 N‘m
screw M6

Ordering Information
Device Marking Package Weight Inner Box Per Carton
JMF300KEO5F4U JMF300KEQ5F4U F4 133g/PCS 4PCS 48PCS
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Circuit Diagram
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Unit of measurement: mm
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Information furnished in this document is believed to be accurate and reliable. However,
Jiangsu Jiedie Semiconductor Co., Ltd assumes no responsibility for the consequences of use
without consideration for such information nor use beyond it. This information in this document
is subject to change without prior notice. Notwithstanding this, Jiangsu Jiedie will fully comply
with the terms outlined in a signed agreement. Products and information provided in this
document have no infringement of patents. Jiangsu JieJie assumes no responsibility for any
infringement of other rights of third parties which may result from the use of such products and
information. This document is the initial release, dated 12 August 2026. This document
supersedes and replaces all information previously supplied.

J1 is registered trademark of Jiangsu Jiedie Semiconductor Co., Lt ©2026 Jiangsu Jiedie
Semiconductor Co., Ltd. All rights reserved.
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